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For in-tank connection applications

•  Unique Deutsch designed fuel resistant 
elastomer insert

•  Hermetic option with enlarged backshell 
for easy contact soldering and 
integrated potting cup available

•  Cable accommodation 22, 24, 26 and  
28 AWG

•  Fully intermateable with AS Micro HE  
and AS MicroLITE 

AS MicroLITE HE Fuel Immersible Series Connectors

* The upper limit is the maximum internal hot-spot temperature resulting from the combination of the ambient temperature and heating due to current.
** Current leakage less than 2 milliamps at (VAC)

For other sizes and arrangements, please call our sales office on +44 (0) 1424 852722 or email autosport@te.com

PLUG – TYPE 6

HERMETIC RECEPTACLE

INLINE RECEPTACLE - TYPE 1

All dimensions are in mm unless otherwise stated.

RECEPTACLE – 
TYPE 0

GENERAL SPECIFICATION

Contact 
Size

Shell  
Size

Max. Current 
(amps)

Durability 
(cycles of engagement  

& disengagement)

Dielectric 
Withstanding  

Voltage (VAC)**

No. of Keyway 
Orientations

Wire Sealing 
(mm)

Temperature 
(˚C)*

Min Max Min Max
23 6 3 500 1000 6 0.60 1.37 -55 +170

CONTACTS & TOOLING PART NUMBERS

ACCESSORIES PART NUMBERS

ORDERING INFORMATION
 ASL ✽ 06 — 05 ✽ ✽ — HE — 952K

Range Ref: 
ASL (or AS for Hermetic)

Style: 
0 = 2 hole flanged receptacle 
1 = Inline Receptacle 
7H = Hermetic Receptacle 
6 = Free Plug

Shell Size:

Contact Arrangement:

Insert Type: 
(AS7H pin insert only) 
P = Pin  
S = Socket

Shell Keyways: 
(AS7H N only) 
N 
A 
B

Harsh Environment:

Modification Code:

Boot Information

Straight 90 degree
Raychem 202A111 222A111

Hellermann 113-4-G 1108-4-G

Pro Cap
Nut Plate Gasket

Receptacle Plug

604029 604027 ATM396-6 GV-6

PANEL CUT-OUT DETAIL

PANEL CUT-OUT DETAIL

16.15±0.10

15.
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Socket Pin Filler Plug Ins/Ext Tool Crimp Tool Socket Positioner Pin Positioner

604935 604927-31 600300-22 M81969/14-01 M22520/2-01 604973 604972
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